
®

WHAT IS TO BE
TOMORROW

STARTS TODAY

Warms up your life.

Pocket 1.2020 EN

WOOD BURNING STOVES, COOKERS AND FIREPLACES
PELLET BURNING STOVES,  THERMO STOVES AND BOILERS



2.
 2.

 4.

 6.

8.
 8.

10.
 10.

12.
 12.

 14.

 16.

 18.

 20.

 22.

 24.

 26.

 28.

30.
 30.

32.

34.

37.

New 2020

New 2020

New 2020

INDEX
WOOD BURNING STOVES

 Liù

 Liù - Petra

 Oriana

WOOD BURNING COOKERS

 Milly

WOOD BURNING FIREPLACES

 Monoblocco 1000 Evo

PELLET STOVES

 Moira SP

 Angela SP / Angela Plus SP

 Ella

 Mietta

 Wendy

 Debby

 Terry Plus

PELLET THERMO STOVES

 Fiandra Idro

 Evelyne Idro

PELLET BOILERS

 PR 20 – PR 30

THE PLUS OF THE PELLET PRODUCTS

TECHNOLOGY

LEGEND

WOOD PRODUCTS

PELLET PRODUCTS



32

Liù A+

TECHNICAL DATA

Wood burning stove

CHARACTERISTICS

(***) Referred to the need of 30 kcal/h x m3

COLOUR CHOICES

White Bordeaux

kW-M 8,6
kW-N 7,5
m3 *** 215
% 86,5
kg/h 2,0
Ø mm 130 S
Dim. L-H-P mm 537x1127x490
Kg 170
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Liù - Petra A+
NEW

 20
20

TECHNICAL DATA

Wood burning stove

CHARACTERISTICS

(***) Referred to the need of 30 kcal/h x m3

COLOUR CHOICES

Natural Stone

kW-M 8,6
kW-N 7,5
m3 *** 215
% 86,5
kg/h 2,0
Ø mm 130 S
Dim. L-H-P mm 528x1107x508
Kg 195
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Oriana A+
NEW

 20
20

TECHNICAL DATA

Ventilated or Ducted Wood Burning Stove

CHARACTERISTICS

(***) Referred to the need of 30 kcal/h x m3

COLOUR CHOICES

Majolica

(BIN)

Enameled 
Cast-iron 
Black (NE)

kW-M 9,8
kW-N 8,3
m3 *** 238
% 85,0
kg/h 2,3
Ø mm 150 S
Dim. L-H-P mm 635x1314x557
Kg Cast-iron 239

PT 264 - BIN 228

Natural
Stone
(PT)

REAR DUCTING

installation)

FRONT 
VENTILATION
(standard)

ONE STOVE, TWO HEATING MODES

ducting to be turned on 

WIRELESS THERMOSTAT

ATTENTION:  One configuration excludes the other, therefore the stove can work with either 
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Milly

86,5 cm

156,5 cm

A+

(***) Referred to the need of 30 kcal/h x m3

Food warmer (optional)
Attention: pipe not included

TECHNICAL DATA COLOUR CHOICES

CHARACTERISTICS

White Bordeaux

SUITABLE ACCESSORIES

kW-M 9,8
kW-N 8,7

m3 *** 249
% 89,1
kg/h 2,3
Ø mm 150 S/P
Dim. L-H-P mm 1050x865x670

Kg 217
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Monoblocco 1000 Evo

A. B.

A+

TECHNICAL DATA

CHARACTERISTICS

SUITABLE ACCESSORIES

(***) Referred to the need of 30 kcal/h x m3

Stainless steel frame kit for
Monoblock 1000 EVO

“Wind Air” Kit for “Wind Air” system

for “Wind Air” system

kW-M 14,3
kW-N 12,3

m3 *** 352
% 85,6
kg/h 3,4
Ø mm 200
Dim. L-H-P mm 1136x1512-1552x597

Kg 292
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Moira SP A+

TECHNICAL DATA

CHARACTERISTICS

(***) Referred to the need of 30 kcal/h x m3

COLOUR CHOICES

White Bordeaux Anthracite
Black

(****
     for methods and related notes

SUITABLE ACCESSORIES****

SAFE

NIMBLE

INNOVATIVE

QUIET

PLUS

kW-M 3,4 - 7,3
kW-N 3,2 - 6,5
m3 *** 186
% (min-max) 93,6 - 89,2
Capacity Kg ~ 11
kg/h 0,7 - 1,5
Ø mm 80
Dim. L-H-P mm 463x893x528
Kg 84
W 30-60
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Angela SP

Angela Plus SP

A+

A+

CHARACTERISTICS

Angela Plus SP

TECHNICAL DATA

(***) Referred to the need of 30 kcal/h x m3

COLOUR CHOICES

White Bordeaux Anthracite 
Black

Angela Plus

kW-M 3,4 - 9 3,4 - 8,9
kW-N 3,2 - 8 3,2 - 8
m3 *** 230 230
% (min-max) 93,9 - 89,3 93,9 - 89,8
Capacity Kg ~ 15 ~ 15
kg/h 0,7 - 1,8 0,7 - 1,8
Ø mm 80 80
Dim. L-H-P mm 490x1007x528 490x1007x528

Kg 93  98
W 30 - 65 50 - 80

SAFE

NIMBLE

INNOVATIVE

PLUS

(****

SUITABLE ACCESSORIES****



Ella*

1716

A+

CHARACTERISTICS

SAFE

NIMBLE

PRACTICAL

FAST

EFFICIENT

INNOVATIVE

QUIET

Bordeaux

TECHNICAL DATA COLOUR CHOICES

(***) Referred to the need of 30 kcal/h x m3

(****
 for methods and related notes

SUITABLE ACCESSORIES****

PLUS

kW-M 2,6 - 8,8
kW-N 2,5 - 8,0
m3 *** 230
% (min-max) 93,8 - 91,1
Capacity Kg ~17
kg/h 0,5 - 1,8
Ø mm 80
Dim. L-H-P mm 433x1076x560
Kg 153
W 50-70 

(*) While stocks last



Mietta

1918

A+

CHARACTERISTICS

White Bordeaux

TECHNICAL DATA COLOUR CHOICES

(***) Referred to the need of 30 kcal/h x m3

(****
 for methods and related notes

SUITABLE ACCESSORIES****

kW-M 2,6 - 8,8
kW-N 2,5 - 8,0
m3 *** 230
% (min-max) 93,8 - 91,1
Capacity Kg ~17
kg/h 0,5 - 1,8
Ø mm 80
Dim. L-H-P mm 496x1073x578
Kg 160
W 50-70 

SAFE

NIMBLE

PRACTICAL

FAST

EFFICIENT

INNOVATIVE

QUIET

PLUS



Wendy

2120

A+

White Bordeaux

CHARACTERISTICS

TECHNICAL DATA

COLOUR CHOICES

(****
 for methods and related notes

(***) Referred to the need of 30 kcal/h x m3

SUITABLE ACCESSORIES****

PLUS

SAFE

NIMBLE
device

PRACTICAL

FAST

EFFICIENT

INNOVATIVE

QUIET

kW-M 2,6 - 11,1
kW-N 2,5 - 10,0
m3 *** 285
% (min-max) 93,8 - 90,0
Capacity Kg ~21
kg/h 0,5 - 2,3
Ø mm 80
Dim. L-H-P mm 460x1139x560
Kg 171
W 50-70 
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2322

TECHNICAL DATA COLOURS CHOISES 

SAFE

NIMBLE device

FAST

EFFICIENT

INNOVATIVE

kW-M 4,2-9,7
kW-N 3,8-9,0
m3 *** 258
% (min-max) 92,2-92,7
Capacity Kg ~18
kg/h 0,9-2,0
Ø mm 80
Dim. L-H-P mm 550x1200x573

Kg 141 - PT 167 
W 24-62

• Combined steel / majolica / glass coating or combined 

steel / stone / glass coating

• Hearth, door and brazier in cast iron

•Tempered glass rounded external door, flat internal door 

with ceramic glass

• Removable ash drawer

• Safety pressure switch

• Weekly chronothermostat

• Safety pressure switch on ash drawer

CHARACTERISTICS

• Hermetic stove - sealed combustion chamber and 

hermetic tank

• Upper/upper-rear smoke outlet

• T tube integrated in the product, inspectable from the 

rear

• Ceramic ignition, much longer life than traditional ignition

• Centrifugal motor for room ventilation with Comfort 

mode

• Radio control multifunctional «remote control»

White Black Natural Stone

(****
 for methods and related notes

®

SUITABLE ACCESSORIES****

(***) Referred to the need of 30 kcal/h x m3

PLUS

Debby A++



Terry Plus
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A++

(***) Referred to the need of 30 kcal/h x m3

(****
 for methods and related notes

SUITABLE ACCESSORIES****

TECHNICAL DATA COLOUR CHOICES

3

CHARACTERISTICS

White Bordeaux

PLUS

kW-M 3,8 - 12,8
kW-N 3,5 - 12,1
m3 *** 347
% (min-max) 92,0 - 94,0
Capacity Kg ~29
kg/h 0,8 - 2,7
Ø mm 80
Dim. L-H-P mm 569x1151x598
Kg 206
W 50-96 

UP TO 16 METRES (8 metres for two outputs)

OF DUCTING
WITH 3 SEPARATE FANS THAT CAN BE 
OPERATED WITH 4 TIME SETTINGS

SAFE

NIMBLE

PRACTICAL

FAST

EFFICIENT

INNOVATIVE



Fiandra Idro
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A+

SAFE

NIMBLE

PRACTICAL

FAST

SIMPLE

EFFICIENT

FLEXIBLE

QUIET

INNOVATIVE

(***) Referred to the need of 30 kcal/h x m3

(****
 for methods and related notes

TECHNICAL DATA COLOUR CHOICES

Panna Bordeaux

turbulators

CHARACTERISTICS

SUITABLE ACCESSORIES****

PLUS

kW-M 5,2 - 19,6
kW-N 4,8 - 17,6
kW-H2O 3,7 - 14,1
m3 *** 505
% (min-max) 93,0 - 90,0
Capacity Kg ~30
kg/h 1,1 - 4,0
Ø mm 100
Dim. L-H-P mm 570x1145x622
Kg 227
W 80-100 
bar 2,5



Evelyne Idro
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A++

SUITABLE ACCESSORIES****

White Tortora Bordeaux

turbulators

side

CHARACTERISTICS

TECHNICAL DATA COLOUR CHOICES

(***) Referred to the need of 30 kcal/h x m3

(****
 for methods and related notes

kW-M 5,4-18,8
kW-N 5,1-17,5
kW-H2O 4,3-15,0
m3 *** 500
% (min-max) 95,1 - 93,5
Capacity kg ~26
kg/h 1,1-3,9
Ø mm 100
Dim. L-H-P mm 878x1099x412
Kg 212
W 90-110
bar 2,5

SAFE

NIMBLE

PRACTICAL

FAST

SIMPLE

EFFICIENT

FLEXIBLE

QUIET

INNOVATIVE

PLUS



PR20 - PR30

3130

A+

A

C

B
PR30

B
PR20

Pellet boilers

TECHNICAL DATA      PR20           PR30 COLOURS CHOICES 

SUITABLE ACCESSORIES****

(****)Check out 

for methods and related notes

kW-M 6,5-21,7 9,6-32,5
kW-N 5,7-20,0 8,9-30,0
kW-H2O 5,7-20,0 8,9-30,0
% (min-max) 88,4-92,4 92,7-92,4
m3 *** 573 860
Capacity kg ~75 ~75
kg/h 1,4-4,6 2,0-6,8
Ø mm 100 120
Dim. L-H-P mm 822x1398x817 892x1398x817
Kg 310 325
W 60-65 70-85
bar 3 3

(***) Referred to the need of 30 kcal/h x m3

PLUS

FAST

PRATICAL

SIMPLE

FLEXIBILE

INNOVATIVA

EFFICIENT

CHARACTERISTICS
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A CONSTANT 
EVOLUTION
We constantly strive to develop, test and improve the performance
of  our products, continuously upgrading development methods
and component technology.

HOME CONTROL SOLUTION

FORCED VENTILATION ON OR OFF

CONTROLLED BY MULTI-FUNCTION PALM REMOTE CONTROL

OPTIMISED COMBUSTION

AIRTIGHT STOVE

NEW ELECTRONICS FOR CONNECTING
TO THE SYSTEM EXPANSION CARD

THE LATEST GENERATION IGNITION SYSTEM

PWM PUMP AUTOMATICALLY CONTROLLED
BY THE ELECTRONIC BOARD

SELF-CLEANING BRAZIER

THE PLUS OF THE PELLET PRODUCTS
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TCF Total Comfort Fan

WIFI

DPC Digital Pression Control

CTP ChronoThermostat Program

HRP Hard Reset Program

EAC Electronic Air Control

PLC Pellet Level Control

CGC Clean Glass Control

RDT Resistant Door at the Time

Evelyne
IdroWendy DebbyMiettaEllaMoira SP Angela SP Angela

Plus SP
Fiandra

IdroTerry Plus

DSS Delay Stop System

Note: 

-

control.

-

THE PELLET-BURNING PRODUCTS TECHNOLOGY

NUMEROUS FEATURES AND BENEFITS.
THEREFORE WE HAVE CREATED SOME PRODUCT ICONS, WHICH 

ASSOCIATED WITH EACH INDIVIDUAL STOVE.

PELLET

Boilers
PR20 - PR30
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PRS Power Radiant System

CGC Clean Glass Control

RDT Resistant Door at the Time

Nordiker

MillyLiù Liù Petra Oriana Monoblocco 
1000 Evo

A+
A++

A
B
C
D
E
F
G

A+

-

THE WOOD-BURNING PRODUCTS TECHNOLOGY

NUMEROUS FEATURES AND BENEFITS.
THEREFORE WE HAVE CREATED SOME PRODUCT ICONS, WHICH 

ASSOCIATED WITH EACH INDIVIDUAL STOVE.

WOOD
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www.lanordica-extraflame.com

Warms up your life.

La Nordica S.p.A.
Via Summano, 104
36030 Montecchio Precalcino - Vicenza - Italy
Tel. +39 0445 804000
Fax +39 0445 804040
info@lanordica.com

Via dell’Artigianato, 12
36030 Montecchio Precalcino - Vicenza - Italy
Tel. +39 0445 865911
Fax +39 0445 865912
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